5 Digit Micro Processor Signal  \
Isolated Transmitter

Features

» Versatile Input selection : DC / AC / PT-100 / Potentiometer
c € / Resistor / Load Cell
» Versatile output selection :
4~20mA, 0~20mA, 0~5V, 0~10V
» Accuracy : * 0.1% F.S. (Others); £ 0.2% F.S. (AC)
» Surge test of AC 2000V/ 1min between input / output /
power
» High stability, non-flammable case (PC), high safety

Specifications
Front Panel & Key Functions \ » Input Selection : DC / AC / PT-100 / Potentiometer / Resistor /
Load Cell
» Output Selection : 4~20mA, 0~20mA, 0~5V, 0~10V
99%@9 » Accuracy : £#0.1% F.S. (Others); + 0.2% F.S. (AC)
Reset Indicator »lo >D!splay Screen : High brightness red LED; 10.16mm(0.4")
Z/AL1 A2 » Display Range : -19999~99999

» Zero Adjustment : £9999; Span Adjustment : 9999

| Upkeya » Parameters Setting : Push buttons
p Rey .
»Back Up Memory : EEPROM
Reset Key —p "Display Value Adjusting Key
g / » Over Range Indication : doFL/ioFL or -doFL/-ioFL

gnterKKey& /?/()C\;V/r\]dK‘Sgtﬁ\ - » Analog Output Resolution : 15-bit
LY ENT@ ) < » Output Ripple : =+ 0.1% F.S.

A shitt Key » Output Response Time : <250 msec (0~90%)
» Output Capability : Voltage Output : <10V

Dimensions \ Current Output : <20mA
» |solation : Input / Output / Power / Case

8mm ] » Insulation Resistance : >100MQ with 500Vdc
_>| |4_ R4.5mm T T » Surge Test : 2KVac/1min
/

» Input Impendence : Current : =0.2A at 100mV; <0.2A at 1V
Voltage : >2V for 20KQ/V; =2V for >200MQ
121.1mm 102mm | » Temperature Coefficient : 100ppm/ °C (0 °C ~ 60 °C)

" » Operating Temperature : 0 °C ~ 60 °C
76mm (@] ©] 84mm l » Operating Humidity : 20~90% RH, non-condensing
1 » Storage Temperature : -10 °C ~ 70 °C
‘ » Storage Humidity : 20~90% RH, non-condensing
N » Power requirement : AC 110V, AC 220V

4—
\ Sl » Installation : Socket / Plug-in J

Note
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/ Wiring Connection \

Voltage (V @® 3 Wire Potentiometer @® 2 Wire Resistor
(] ge (V) @ Temperature (RTD)
Current (A)(AC, DC) h
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FEER + - POWER - POWER + - power . * -
OUTPUT OUTPUT OUTPUT oUTPUT
) ; ® 4 Wire Sensor
Ordering Information Or Load Cell
Load Cell or
ATM-A -| Code 1| [ Code 2| -[Code 3| -[Code 4 | 4 Wire Sensor
|| I L
v v 4 v
Code| Code| Code| Code Aux. Code
1 Input Type 2 Type Range > Load Cell 3 Power 4
VA1 0~50mV L1 [M1mV/V EX.5V A AC/DC 1
V2 0~5V 12 |2mV/V EX.5V 100~240VI[5
D DC AC/DC
\% ~ L3 . 0 o
3 1~5V 3mV/V EX.5V D 2960V 3 D‘ ® @ @
va | vort 0~10V L4 [tmV/VEX.10V , 4 o\Jo
oltage 0 Option o
V5 0~36V L5 |12mV/V EX.10V| o
V6 0~300V L6 |3mV/V EX.10V 7 8 12
A ACAVG V7 0~600V LO Option EE' [@E
—__—
VO Option POWER + -
OUTPUT
A1 0~20pA
A2 0~200pA /. 2 Wire Sensor
= Sensor
M | acTrRus [LAS 0~2mA Ve op
A4 Current 0~20mA
A5 0~200mA &
x| +
A6 4~20mA 7]
3 Wire -
a Potentiometer| O SRiEh ma' [@Q
P1 500Q~10KQ 6 5 4 3
P2 S " 10KQ~100KQ oO oo
= otentiometer T00KO~TMO gl o@o @
2 Wire - oo
I Resistor oo Olpdion
11 0~10Q v 8 9 2
12 0~100Q [@E
3 Resistor 07 1KY POWER iy /
14 0~10KQ o . - OUTPUT
RTD = 0~100KO : 2 wire type offers exci .a ion -
T (PT-100) s Option power DC 24V for 2 wire @® 3 Wire Sensor
EREET (Loop Power) pressure, Sensor
A = © temperature, humidity sensors V- Ve o/e
T2 0~50°C : R
. using. 4 &
e T 0~1000C »2 : 3.4 wire type offers excitation ] | P
T4 (PT-100) 0~200C power DC 24V for 3, 4 wire Q@J [@_@_
L | Loadcen |2 0"400°C (Loop power) pressure, 6 5 4 3
T6 0~600C temperature, humidity sensors o5
f : 070
TO Option using. D < OO @
2 23 7 8 12
Wire Sensor
4 4
\Wire Sensor \ i * - //
POWER
OUTPUT
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