_ Bridging the G

EtherCAT Slave Module \

ECD8217N/P ‘tthercAT™
Features

c € » EtherCAT compliant slave module

» Bi-directional photo isolated input with multiple input
configuration

» Photo isolated MOS output, optional PMOS or NMOS
e » EtherCAT distributed clock (DC) function enabled

» Cable redundant enabled

»No extra real time master stack software

» Easy to program as if traditional add-on card

Linux

Introduction Specifications

ECD8217 is an EtherCAT compliant digital output slave module.

The photo isolated output can drive 1A load at 48V(max) with
PMOS or NMOS output options.

Digital Output
»MOS output points : 32 with LED indicator (NMOS ECD8217N
or PMOS ECD8217P)

All the output signals can change polarity by software. »MOS capacity : 1A @48Vdc

JS Automation has already built-in real time EtherCAT

communication kernel within its DLL functions, no extra real time Main Card General

socket is required. » Power requirement : 24Vdc (18~36Vdc) 0.5A

» Operation Temperature : 0°C ~ +70 °C

» Storage Temperature : -20 °C ~ +80 °C

» Operation Humidity : 5~95% RH, non-condensing

» Dimensions : 158(L)*120(W)*58(H) mm
6.3(L)*4.8(W)*2.3(H) in

Applications

» Synchronous trigger/sample
» For remote contact make or break control

— window or door open close control
— light control
— power on/off control

( Software Support
Ordering Information »PC OS Support
»ECD8217N : EtherCAT DIO module, 32 photo isolated Win7 and, Win10 later or Linux O.S.

NMOS output Embedded XP

»ECD8217P : EtherCAT DIO module, 32 photo isolated »Library
PMOS output DLLs, VI library
» Develop Software

Visual C++, Visual Basic,

“EtherCAT® is a registered Trademark and patented technology, Borland C/C++ Builder, LabVIEW etc
licensed by Beckhoff Automation GmbH, Germany. ’

» Example Source Code
\ Visual Basic
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Output Wiring Diagram
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